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STANDARD EQUIPMENT 

DIESEL ENGINE  DaimlerChrysler 

SELF-EXCITED SYNCHRONIC GENERATOR (Leroy Somer, Stamford) 

STEEL FRAME AND/OR SOUNDPROOF CASING 

STEEL TANK 

STEERING CUBICLE 

BATTERY + BATTERY LOADER (excl. manual starting) 

SILENCER WITH COMPENSATOR OR ELASTIC CONNECTOR 

ACCESORIES  

SUPER SILENT CASING 

CONTAINER: 15’, 20’, 30’ or 40’ 

ROAD TRAILER 

TARPAULIN 

AUTOMATIC TRANSFER SWITCH (ATS) WITH BREAKER 

REMOTE SYSTEM OF MONITORING 

AUTOMATIC REFUELING SYSTEM 

EXHAUST SILENCERS WITH DIFFERENT STAGES OF SILENCING 

SPECIFICATION 

MECHANICAL CONSTRUCTION: 
EACH OF GENERATING SETS INCLUDES: DAIMLERCHRYSLER ENGINE, 
CONNECTED WITH SINGLE-BEARING, SELF-EXCITED, SYNCHRONIC 
GENERATOR OF LEROY SOMER OR STAMFORD. GENERATING SETS ARE 
ASSEMBLED THROUGH THE ABSORBING SYSTEM ON RIGID FRAME WITH 
STEEL TANK. GENSETS ARE EQUIPPED WITH INTEGRAL FUEL 
INSTALLATION, PROPER INDUCTION AND EXHAUST SYSTEMS, ELECTRICAL 
INSTALLATION AND STEERING CUBICLE.   
   

STEERING CUBICLE (CONTROL DESK): 
WE OFFER THREE BASIC TYPES OF STEERING CUBICLES: MANUAL, 
AUTOMATIC AND AUTOMATIC WITH SYSTEM AUTOMATIC TRANSFER 
SWITCH (ATS).  
     

PANEL WITH MICROPROCESSOR RGK60 CONTROLLER USED IN 
GENERATING SETS WITH AUTOMATIC AND AUTOMATIC WITH ATS 
STARTING SYSTEM. IT INCLUDES (EXCEPT CONTROLLER) 3 OR 4-POLE 
CONTACTOR SWITCHING SYSTEM WITH MECHANICAL, ELECTRICAL AND 
PROGRAMMATIC INTERLOCKING. IT ALLOWS FOR AUTOMATIC SWITCHING 
BETWEEN BASIC SOURCE (POWER NETWORK) AND RESERVE 
(GENERATING SET). GENERALLY STEERING PANEL IS SEPARATELY 
SUPPLIED. 
 
 
 

SPECIAL REALIZATIONS  
   

WE REALIZE VARIOUS CUSTOMER’S  ORDERS: 

 - SOUNDPROOF CONTAINER VERSIONS, 

 - VERSIONS ON ONE- OR TWO AXIS TRAILERS; 

 - SUPER SILENT VERSION ON LORRIES; 

 - OTHER ATYPICAL ORDERS. 
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TECHNICAL DAT A OF GENERATING SETS WITH POWER 80  ÷ 2 50  kV A 
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 Prime power  (PRP)              ���� 80 105 125 150 180 250 

 Prime power   �+ � 75 80 100 125 150 210 

 Limited time power (LTP)    ���� 88 115 137 165 198 275 

 Limited time power  �+ � 82,5 88 110 137,5 165 231 

 Output voltage                      �� 230/400 230/400 230/400 230/400 230/400 230/400 

 Output current �� 116 152 181 217 260 361 

 Frequency ,-� 50 50 50 50 50 50 

 Engine revolution ��� �(� 1500 1500 1500 1500 1500 1500 

 Type of control �
Manual or  

automatic with 
ATS 

Manual or  
automatic with 

ATS 

Manual or  
automatic with 

ATS 

Manual or  
automatic with 

ATS 

Manual or  
automatic with 

ATS 

Manual, 
automatic 

 or  
automatic with 

ATS 

Type of fuel � Diesel oil Diesel oil Diesel oil Diesel oil Diesel oil Diesel oil 

 Manufacturer and type �
MERCEDES 
OM 904 LA 

MERCEDES  
OM 904 LA 

MERCEDES 
OM 904 LA 

MERCEDES 
OM 906 LA 

MERCEDES 
OM 906 LA 

MERCEDES 
M 460 LA 

 Cooling �� Liquid Liquid Liquid Liquid Liquid Liquid 

 Engine suction/charger system ��
Turbocharged  
with intercooler  

Turbocharged  
with intercooler 

Turbocharged  
with intercooler 

Turbocharged  
with intercooler 

Turbocharged  
with intercooler 

Turbocharged  
with intercooler 

 Displacement .� / � 4,25 4,25 4,25 6,37 6,37 11,97 

 No of cylinder and layout �� 4 in-line 4 in-line 4 in-line 6 in-line 6 in-line 6 in-line 

 Revolution control method �� Electronic Electronic Electronic Electronic Electronic Electronic 

 Fuel consumption at 50% load .� / !� � 10,7 11,0 13,9 17,2 20,4 28,5 

 Fuel consumption at 75% load .� / !� � 15,3 16,3 20,3 25,6 30,5 42,5 

 Fuel consumption at 100% load .� / !� � 20,3 21,7 27,1 33,9 40,7 56,8 

ENGINE 

Battery voltage �� 24 24 24 24 24 24 

 Manufacturer ��
LEROY SOMER, 

STAMFORD 
LEROY SOMER, 

STAMFORD 
LEROY SOMER, 

STAMFORD 
LEROY SOMER, 

STAMFORD 
LEROY SOMER, 

STAMFORD 
LEROY SOMER, 

STAMFORD 

 Exciting method �� Self-exciting Self-exciting Self-exciting Self-exciting Self-exciting Self-exciting 

 Type of voltage regulator �� Electronic Electronic Electronic Electronic Electronic Electronic 

 Rotor and stator insulation class �� H H H H H H 

 Voltage stability 0� ± 1,0 ± 1,0 ± 1,0 ± 1,0 ± 1,0 ± 1,0 

GENERATOR 

 Standard protection class �� IP23 IP23 IP23 IP23 IP23 IP23 

Class of generating set (acc. PN-ISO8528) � G2 G2 G2 G2 G2 G2 

 Fuel tank capacity         .� / � 200 200 200 320 320 600 

 Dimensions (LxSxH) �� � 2300x900x1450 2350x900x1450 2350x900x1450 2600x1100x1600 2650x1100x1600 3200x1400x1700 
CASE-LESS 

VERSION  

 Weight of the set (dry) ��� 1300 1330 1390 1750 1820 2250 
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TECHNICAL DAT A OF GENERATING SETS WITH POWER 280  ÷ 500  kV A 
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 Prime power  (PRP)              
 ���� 280 315 360 455 500 

 Prime power   �+ � 240 260 300 380 420 

 Limited time power (LTP)    ���� 308 346 396 500 550 

 Limited time power  �+ � 264 286 330 418 462 

 Output voltage                     �� 230/400 230/400 230/400 230/400 230/400 

 Output current �� 405 455 520 658 723 

 Frequency ,-� 50 50 50 50 50 

 Engine revolution ��� �(� 1500 1500 1500 1500 1500 

 Type of control �
Manual, automatic 

 or  
automatic with ATS 

Manual, automatic 
 or  

automatic with ATS 

Manual, automatic 
 or  

automatic with ATS 

Manual, automatic 
 or  

automatic with ATS 

Manual, automatic 
 or  

automatic with ATS 

Type of fuel � Diesel oil Diesel oil Diesel oil Diesel oil Diesel oil 

 Manufacturer and type �
MERCEDES 

M 460 LA 
MERCEDES 
OM 460 LA 

MERCEDES 
M 460 LA 

MERCEDES 
M 502 LA 

MERCEDES 
OM 502 LA 

 Cooling �� Liquid Liquid Liquid Liquid Liquid 

 Engine suction/charger system ��
Turbocharged  
with intercooler 

Turbocharged  
with intercooler 

Turbocharged  
with intercooler 

Turbocharged  
with intercooler 

Turbocharged  
with intercooler 

 Displacement .� / � 11,97 11,97 11,97 15,93 15,93 

 No of cylinder and layout �� 6 in-line 6 in-line 6 in-line 8 - V 8 - V 

 Revolution control method �� Electronic Electronic Electronic Electronic Electronic 

 Fuel consumption at 50% load .� / !� � 31,9 34,5 39,9 50,5 55,8 

 Fuel consumption at 75% load .� / !� � 47,7 51,7 59.7 75,6 83,5 

 Fuel consumption at 100% load .� / !� � 63,6 68,9 79,5 100,8 111,4 

ENGINE 

Battery voltage �� 24 24 24 24 24 

 Manufacturer ��
LEROY SOMER, 

STAMFORD 
LEROY SOMER, 

STAMFORD 
LEROY SOMER, 

STAMFORD 
LEROY SOMER, 

STAMFORD 
LEROY SOMER, 

STAMFORD 

 Exciting method �� Self-exciting Self-exciting Self-exciting Self-exciting Self-exciting 

 Type of voltage regulator �� Electronic Electronic Electronic Electronic Electronic 

 Rotor and stator insulation class �� H H H H H 

 Voltage stability 0� ± 1,0 ± 1,0 ± 1,0 ± 1,0 ± 1,0 

GENERATOR 

 Standard protection class �� IP23 IP23 IP23 IP23 IP23 

Class of generating set (acc. PN-ISO8528) � G2 G2 G2 G2 G2 

 Fuel tank capacity        .� / � 600 600 600 800 800 

 Dimensions (LxSxH) �� � 3380x1400x1700 3450x1400x1700 3450x1400x1700 3000x1500x2300 3100x1500x2300 
CASE-LESS 

VERSION  

 Weight of the set (dry) ��� 2370 2420 2580 3320 3450 
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